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RECYCLED ASPHALT SHINGLES FOR USE IN ASPHALTIC CONCRETE

(J-25-1109) XE "RECYCLED ASPHALT SHINGLES FOR USE IN ASPHALTIC CONCRETE" 
Description:

Recycled Asphalt Shingles (RAS) may be used in Asphaltic Concrete Type SPS.  The maximum allowable (by weight) will be 10%.
Materials:
All RAS shall consist of organic felt shingles or fiberglass shingles, obtained from a shingle manufacturing facility or tear offs.  Scrap shingles shall not contain any objectionable materials (less than 0.5 % by weight), including but not limited to:  road tar, metal, glass, wood, plastic, brick, rubber, fabric, or any other material having similar characteristics.  The RAS shall not contain harmful quantities of asbestos in accordance with guidelines provided by the Environmental Protection Agency and shall conform to all state and local regulations.
All RAS material shall be sized so that 100% (by weight) of the material passes through a 3/4-inch sieve, and at least 98 percent shall pass through a 1/2-inch sieve.
Before mix design approval, the following shall be submitted, along with materials and paper work for the mix design.
I.
Certification by the processor of the shingle scrap, as to the shingle scraps content and source. Certification forms are available from DOR.
II.
A 5-1b. sample of the shingle scrap material for review.
Construction Requirements:
RAS shall be stockpiled separate, from other salvaged material.  Blending of scrap material in a stockpile with other salvage material is prohibited.
Scrap shingles shall be introduced into the hot mix asphalt, at the asphalt mixing plant, at the same point where Recycled Asphalt Pavement (RAP) is introduced.
Asphaltic Concrete containing RAS, regardless of RAP content, shall have a minimum of 55% virgin PG Binder.
Basis of Payment:
The RAS material will be eligible for the RAP Incentive at a rate of 50% as specified elsewhere in the specifications.
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We the undersigned, certify that the shingle scrap to be used on this project, was supplied directly from the processor listed below. We also certify that the material supplied consisted of only organic and/or fiberglass shingles and contains no harmful quantity of asbestos or other hazardous material in accordance with Environmental Protection Agency and all state and local regulations.

	Name of Contractor Shingle Scrap was Supplied to
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	Authorized Representative of Processor of Shingle Material
	 Date


