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NCAT PUBLISHES THREE NEW REPORTS 
The National Center for Asphalt Technology (NCAT) has recently completed and published three new technical reports. The reports are available from the NCAT website and can be downloaded free of charge. The reports are as follows: 
	
	  
	Evaluation of Permanent Deformation of Asphalt Mixtures Using Loaded Wheel Tester - NCAT 02-08 Kandhal & Cooley Jr. 

	
	  
	Micro-Deval Testing of Aggregates in the Southeast - NCAT 02-09 Cooley Jr.,Huner, & James 

	
	  
	Use of Screenings to Produce HMA Mixtures - NCAT 02-10 - Cooley Jr., Huner, & Brown 


These reports can be downloaded at: http://www.eng.auburn.edu/center/ncat/reports 
For more information, please contact Allen Cooley at coolela@eng.auburn.edu 

PUBLICATION EXPLORES RESTRICTED ZONE IN SUPERPAVE SPECS 
Transportation Research Circular E-C043: Significance of Restricted Zone in Superpave Aggregate Gradation Specification 
includes a historical basis of the restricted zone in HMA mixes and a summary of the published research conducted on the 
restricted zone. One conclusion in this report states, “Results from numerous studies show that the restricted zone is redundant in 
all conditions (such as NMAS and traffic levels) when all other relevant Superpave volumetric mix and FAA requirements are 
satisfied.” Another important statement is, "In a recent TRB Superpave Mixture and Aggregate ETG meeting (21), it was 
recommended by ETG members that ‘the restricted zone should be removed from the Superpave procedures. In particular, all 
references to the restricted zone should be deleted from AASHTO MP2 and PP28.'” This publication may be downloaded from 
TRB's web site at http://gulliver.trb.org/publications/circulars/ec043
